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SPARX® Fiber optic cable Multi-mode OM3,
Indoor/Outdoor, 4 core, Tight Buffer, LSZH,
Non-Armoured

MODEL NUMBER : FCSPARX-M31T3NNSO04F

: Specifications

Product Classification

Asia | Europe | Middle East | Africa o8] yogil
®SPARX alna=oll

Fiber Indoor/Outdoor cable wiioll £9i

MM Fiber wlxiiell éc goxo

General Specifications

Gel-free de ,all 8a>gll £oi

Flame-retardant | non-corrosive/low-smoke | zero-halogen (FRNC/LSZH) well Casiai
material

Tight Buffer Tube LIl ggi

Non-armored slaw)l g5

General building applications | General Purpose Horizontal | Vertical Riser Sl

| Indoor horizontal |Outdoor Duct

Cable Design
4 WY ae
ripcord 1 Gl Jl> 2o
Blue-orange-green-brown LYl usls
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Flame-retardant | non-corrosive/low-smoke | silicon-free | zero-halogen
(FRNC/LSZH) material

FYERI Y] Vv IS P

Mechanical Specifications

mm 135 ados)l sliuYl Jlas caaid oYl sl
mm 9.1 o szl sl
N 2000 Sl seuaill aidl 898

N/10 cm 1500

mm 160

Sl slisuYl Slas caail oYl sl

Optical Specifications

Multimode O OM3

WYl g

OM3

oWVl ase

dB/km /1.0 dB/km 3.0

il Guadyl axl

nm /1300 nm 850

azgall JlgbYl

pm 50

awlw¥l WY las

MHz/km 2000

Blaill Jleall 550,301 Glal) sl 2=l
(EMB) Jleall (5554l

MHz*km / 500 MHz*km 1500

Mo 5351l Glaidl o e idYl axll
(OFL) b a0l

Environmental Specifications

(Cto 60°C(14 °Fto 140 °F° 10-

Sl e, LAl az o Ylla

(Cto 70 °C(-22 °F to 158 °F° 30-

Jusid| s, =l a0 §las

(Cto 70 °C(-40 °F to 158 °F° 40-

Regulatory Compliance/Certifications

ANSI/ICEA S-104-696 | NFPA 262 (for plenum - riser and general building
.(applications

JLisYlg oot uleo

Free of hazardous substances according to RoHS 2011/65/EU

ROHS
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Flame retardant according to IEC 60332-1-2 (single cable) | IEC 60332-3-24
(bunch of cables) | Low smoke according to IEC 61034 | Non-corrosive
according to IEC 60754-2 | Reaction to fire according to EN 50575 and EN
13501-6
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Date :16/06/2025
AMP CONNECT® is a registered trademark

Pag
/www.ampcor



	SPARX® Fiber optic cable Multi-mode OM3, Indoor/Outdoor, 4 core, Tight Buffer, LSZH, Non-Armoured
	MODEL NUMBER : FCSPARX-M31T3NNS004F
	Specifications :


